
APV Two Effect Falling Film Plate Evaporator 

Mfg: APV Model: FFPE 

Stock No. RCCB294. Serial No. 102, 114 
 
APV 2-Effect Falling Film Plate Evaporator. First Effect Evaporator, Model: FFPE, S/N: 102, number of 
stainless steel plates: 121, plate pack length: 44-1/2 in. Inlets: (2) 2 in. dia. S-line (product), (1) 10 in. dia. 
pipe (media), (1) 20 in. dia. pipe (media). Outlets: (1) 1 in. dia. tube, (1) 4 in. L x 1-1/2 in. W 
(condensate), (2) 14-1/2 in. L x 10-1/2 in. H (product). Second Effect Evaporator, Model: FFPE, S/N: 114, 
number of stainless steel plates: 53, plate pack length: 19-3/4 in. Inlets: (1) 2 in. dia. S-line (product), (1) 
10 in. dia. pipe (media). Outlets: (1) 1 in. dia. tube, (1) 3 in. dia. S-line (condensate), (1) 21 L x 10-1/2 in. 
H (product). 
 APV First Effect Vertical Separator- 750 Gallon, Model: 1900, S/N: 11494-1, design temperature: 212 
°F, test temperature: 70 °F, pressure: full vacuum, vacuum: 28 in. Hg. Inlets: (1) 1-1/2 in. dia. S-line, (2) 
14 in. L x 10-1/2 in. H. Outlets: (1) 4 in. dia. S-line (product), (1) 20 in. dia. pipe. Overall dimensions: 87 
in. L x 86 in. W x 11 ft. 10 in. L. 
 APV Second Effect Vertical Separator- 250 Gallon, Model: 1900, S/N: 11494-2, design temperature: 212 
°F, test temperature: 70 °F, pressure: full vacuum, vacuum: 28 in. Hg. Inlets: (1) 1-1/2 in. dia. S-line, (1) 
21 in. L x 10-1/2 in. H. Outlets: (1) 4 in. dia. S-line (product), (1) 16 in. dia. pipe. Overall dimensions: 65 
in. L x 59 in. W x 103 in. H. 
Dresser Industrial Roots Blower and Vacuum Pump. Model: 20x60 Whispair. S/N: 40366. General 
Electric Motor, 200 hp, 1775 rpm, 460 V, 228 amps, 60 Hz, 3 phase. Worthington Rotary Pump, Model: 
3CAFTM, Lincoln Electric Motor, 2 hp, 1725 rpm, 230/460 V, 6.2/3.1 amps, 60 Hz, 3 phase. Overall 
dimensions (blower/vacuum): 108 in. L x 82 in. W x 10 ft. 4 in. H. Overall dimensions (motor): 44 in. L x 
42 in. W x 91 in. H. 
 Nelson Industries Inc. Universal Silencer- 1200 Gallon. Model: RDY-20. S/N: 2811-78. P/N: 57-3220-1. 
Inlets/outlets: (2) 20 in. dia. flanged ports. Overall dimensions: 85 in. L x 59 in. W x 16 ft. 10 in. H. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 



 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 



Note: the following pictures show the exact unit prior to removal. 

 

 
 
 



 
 
 
 
 

 




